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• 40 years of manufacturing excellence in high vacuum and
refrigeration equipment.

• Specialist workshop facilities for the repair, calibration and
modification of refrigeration service equipment.

• Quality assurance to BS EN ISO 9001-2000.

• Friendly technical support and service.

• Most products ex-stock with overnight deliveries anywhere
within the UK mainland.

• Supplying quality products through all good refrigeration
wholesalers and independent suppliers.

• Other services:

Automotive A/C, tools & oils

Laboratory vacuum pumps & systems

...talk to JAVAC



CC-Range - Multi Voltage:- The new JAVAC-CC range of high performance, lightweight, 2 stage Vacuum Pumps. Specially
designed for the Air Conditioning and Refrigeration industry. Rugged construction, heavy duty.
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Vacuum Pumps

Vector Range –NEW RANGE

• High volume dual stage vacuum pump
used to dehydrate larger systems

• Heavy duty construction designed for
continuous running Anti-suck back

• Recognised pump down curve for
maximum pump down times

• High Performance gas ballast 

• Ultimate vacuum 1 micron

Part Numbers

LD-18 300Ltr/min
LD-9 150Ltr/min
LD-5 75Ltr/min

CC-231
• Dual Voltage 110/240 50Hz

• Double Stage

• Displacement 225 Ltr/Min

• Ultimate Vacuum micron 12 Micron

• Dimensions (mm) 380x160x285

• Nett Weight 15.5kg

MV2 Mini-Vac
• Double Stage

• Displacement (nominal) 
28 Ltr/min (1 cfm)

• Ultimate Vacuum 38 micron

• Dimensions (mm)
347x137x194

• Nett Weight 4.5kg

CC141
• Dual Voltage 110/240

50Hz

• Displacement (nominal)
150 Ltr/Min (5.3 cfm)

• Ultimate Vacuum 25
micron

• Dimensions (mm)
350x143x265

• Nett Weight 12kg

CC-31
• Dual Voltage 110/240V50Hz

• Displacement (nominal) 40
ltr/Min (1.4 cfm)

• Ultimate Vacuum 25 micron

• Dimensions (mm)
330x135x255

• Nett Weight 9.8kg



Vacuum Gauges

Thermometers
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RT-902 Digital Thermometer
• Range 50 to 200 Degrees C, Degrees F, switchable.
• CE Approval
• Max/Min memory
• St/Steel probe 5” with 1 mtr cable.
• Hold function
• Alarm Functions

Part Number

RT-902

Digital Refrigeration
Comparator Temperature Chart
Accurate pressure and temperature
references for 61 refrigerants
• Pressure units in PSI, BAR and 

MPa 0.35 to 31.88 BAR (5.1 to 462.5 PSI)
• Temperature units in Fahrenheit and 

Celsius -40oC to 68oC (-40oC to 155oF)
• Includes manual, soft case and battery

Part Number
MA12834

ST-09 Digital Thermometer
• Range: -40ºC to 150ºC (-40ºF to 300ºF).
• Resolution: 0,1ºC or ºF.
• Accuracy: + 2ºF or + 1ºC.
• Equipped with F/C switch, data hold,

protective cover and pocket clip.

Part Number

ST-09

VG-64
• Digital Vacuum Gauge.

• Resolution to 1 micron when less 
than or equal to 200 microns.

• Reads vacuum in seven units: Micron, psi, in
hg, mbar, PASCAL’s, Torr, and Milli-Torr.

• Hook to hang unit.

• Cleaning port for cleaning of sensor.

• +/- 10% accuracy.

• Overpressure protected to 300psi

Part Number

VG64

DV-150
• Electronic Vacuum Gauge measures from

atmospheric to absolute vacuum.
• Complete with carrying case.
• Comes with 9volt battery.
• Measures from atmosphere to 50 microns.
• 10 LED Display lights.
• Just turn on and ready to use, no adjustment

necessary.

Part Number

9881862

Mechanical Vacuum Gauge
19800-SV
• Full range mechanical vacuum gauge.

• Complete with replaceable safety relief device.

• 3 1/4” outside diameter for easy to read, more
accurate reading.

• 1/8” NPT bottom connection.

• Zero point adjustable.

• Scales in 1000 - 0 mbars & 30” - 0Hg.

Vacuum Gauge 19801
• 1000 to 0 mbar
• With maxi-reading gauge pointer

indicates maximum pressure reading
attained during any given period. 

Part Number

9882474

CR2-40 Absolute 
Vacuum Gauge
• Javac Absolute Vacuum

Gauge

• Range 0 - 40 Torr

• Range 0 - 50 mbar

• 100mm Diameter

• 1/4” Flare connection

Part Number
CR2 - 40

Part Number

9882473

INFRA-THERM 
Infra red LASER thermometer,  is a compact and
lightweight non-contact infra red thermometer that
is easy to use. Simply aim, pull the trigger and
display the temperature of the item being
measured. In addition the LCD will display the
maximum temperature.

The Infra Therm thermometer measures
temperature over the range of -60 to +500 Deg
C,  with an assured accuracy of ±1°C over the
range of 0 to +65°C, outside of this range +2°C
of reading in an ambient temperature of between
+15°C and +25.

Features:    
• Back-Lit LCD display
• Auto Data Hold
• 12: 1 Ratio
• -60 to +500 Deg C/F 



Ref-meter - Charging Scales & Module

Charging Scales
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Recovery & Charging

Ref Meter - 100kg
A new highly accurate electronic
charging scale, 2 gram resolution:

• Modern design, large LCD display.
• Compact and lightweight (2.5kg)
• Sturdy construction for a long lifetime.
• High accuracy and resolution.
• Programmable.
• Large platform for refrigerant cylinders.
• Supplied in a carrying pouch
• Field calibratable.

Part Number
4665657

Wey-TEK
• Durable weighing platform 
• Simple controls 
• Large LCD for easy viewing, even in

direct sunlight 
• Auto shut off after 20 minutes to

conserve battery 
• High accuracy load cell will not

allow drift 
• Automatic and manual zeroing 
• Hard plastic carry case 

Procharge II Scales
Compact, light weight and portable, the Procharge
II is ideal for refrigerant charging and is a cost
effective electronic scale. The 230mm square steel
platform easily supports standard cylinders. The
Procharge II comes complete with a durable, hard
plastic case for easy transportation and protection.

Ref Meter Plus
Automatic charging module
(solenoid valve) for all refrigerants:

• Connects to Ref-Meter Scale.

• Eliminates additional wires between 
charging module and weight scale.

• Repeat change feature.

• Low battery indicator.

Part Number

4666816

XTR Pro Dry Recovery Unit

• Light portable recovery unit suitable for all common refrigerants including R410a.

• High starting torque motor, 
oil free compressor.

• Liquid or vapour recovery.

• User friendly, self purge system, HP cut out.

• Weight 12Kg.

• Recovery Rates 10Kg - 15Kg Vapour 45Kg - 60Kg Liquid.

• Vacuum 28”HG.

PCS-2 Portable
Charging Station

• Locking handle for safe and
easy transport 

• Fan cooled vacuum pump
for greater reliability 

• Removable scale platform
for use with larger diameter
bottles 

• Removable scale head, lead
and platform for
independent use 

• Integrated fuse in vacuum
pump 

• Integrated hose carrier 

• Easy access to oil box on
vacuum pump for speedy oil
changes 

• Battery operated scale set.
Unit does not require mains
power if charging is the only
operation 

Part Number
PCS-2

Components

• 80kg Capacity Digital Scales

• 2-stage, 28 litre/min 38 micron 
Vacuum Pump. 

• 63mm High and Low Pressure Gauges,
R134a, R22 and R410a. 

• 60” Goodyear Galaxy High & Low Side
_ SAE Hoses, rated to 800psi working
pressure.

Part Number
XTR - 2 240 volt

XTR - 4 110 volt

Specifications
Maximum weight: 80Kg 
Resolution: 10 gram 
Display: 15mm LCD 
Weight mode: Kg, Lbs, ounces 
Power requirement: 9 volt battery 
Size: 370 x 300 x 80mm 
Weight: 2.5kg

Part Number

G58011

Part Number

713-202-G1



Leak Detectors (F-GAS Compliant)
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TEK-Mate Leak Detector
• F GAS Compliant tested to BSEN14624
• Heated diode leak detector.
• Detection for CFC, HCFC and HFC

refrigerants.
• 3 position slide switch, off, low sensitivity

and high sensitivity R22 - 2gms  
R410a - 5gms per year.

• Battery operated, plus hard carry case.

Part Number

705-202-G21U TEK-Mate
703-020-G1 Sensor
705-600-G1 Filter Kit

Gas Check Leak Detector
Improved Micro Thermal Conductivity
Sensor for enhanced sensitivity
• Three new variants available; 

G1, G2 & G3
• Choice of readings in cc/sec, g/yr,

mg/m3 or ppm
• New graphical icon display menu for

international markets
• Rapidly detects almost any know gas or

gas mixture - particularly sensitive to
ammonia, argon, butane, helium,
hydrogen, SF6

• Reliable, stable and repeatable readings
• Conveniently calibrated against helium
• LCD back lit display
• Hand held & Robust

Part Number
G1

Whisper Ultrasonic 
Leak Detector
• Refrigerant Leaks
• Locating Worn Bearings
• Leaks in Pneumatic Control Systems
• Leaks in Natural Gas, LPG Leaks
• Leaks in Compressed Air Systems
• Leaks in Vacuum Systems
• Butane / Propane Storage Tank Leaks
• Line Set Leaks in Foundations / Walls
• Diagnosing Solenoid Operations
• Steam Traps

Part Number

711-202-G1

GAS-Mate Combustible 
Leak Detector
• Sensitivity to 5ppm methane (twice as sensitive

as nearest competitor
• Detects natural gas, propane, butane,

cyclopentane, ethane, ethanol, isobutane and
ammonia

• Variable audio alarm and flashing  LED
indicate leak strength

• Adjustable sensitivity helps pinpoint leaks fast
• Auto zeroing for ignoring background gas

levels in leak test area
• Small sensor and probe tip permit leak

checking in tighter places
• Runs continuously for 60 hours on two

alkaline D-size batteries

Part Number

706-600-G1

D-TEK Select Leak
Detector
• F GAS Compliant tested to BSEN14624

• Ultra high sensitivity, 1gm/yr.

• 10 times the life of the original D-Tek
sensor.

• Equally sensitive to all gases R22,
R410a, R404a, R134a, and all CFC,
HCFC's and HFc's.

• 2 year warranty.

• Rechargeable, NIMH power sticks.

• Infrared does not weaken with time.

• 800 hour infrared cell life.

• Will not react with air flow or smoke,
1gm/yr sensitivity.

Part Number

712-202-G21U D-TEK Select
712-701-G1 Infrared Cell
712-706-G1 Filter Kit

D-TEK Co2 Leak Detector
• 6 g/a sensitivity
• Low risk of false alarms because it

equalises to the CO2 present in the air
• 800 hour infrared cell life
• Consistent and accurate responses infrared

cell does not weaken over time
• Will not react to smoke, humidity airflow or

temperature changes
• Quick ‘zeroing’ from high efficiency air

sampling
• On-board diagnostics indicate charging

status and warn of low battery or infrared
cell failure

• NiMH power stick won’t corrode and
provides greater charging capacity

• NiMH power stickHard plastic case, NiMH
power stick, 12V and AC adapter
/recharger, tip filters and infrared cell
included

Part Number
716-202-G6

Compass Leak Detector
• F GAS Compliant tested to BSEN14624
• Lg/yr R22, 3g/y R410c G-GAS
• Patented heated diode sensor provides excellent sensitivity 
• High/low sensitivity adjustment allows you to decrease

sensitivity to pinpoint leak source 
• Automatic background adjustment (“zeroing”)

compensates for refrigerant build-up 
• LEDs illuminate progressively to show leak size 
• Runs on NiMH batteries or AC adapter 
• Power indicator flashes when battery is low 
• Water-resistant filter protects the sensor from moisture 

and contaminants 
• Headphone jack (headphones sold separately) 

Part Number

717-202-G6
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Nitrogen Pressure Testing

50 Bar (OFN) Nitrogen Regulator

• 300 bar maximum inlet pressure.

• 0 - 50 bar (0 - 750 psi) outlet pressure range.

• Designed for testing refrigeration systems that use R410A refrigerant gas in
accordance with BS EN 378.

• 1/4 SAE flare outlet connection to allow for rapid connection to industry
standard hoses.

• Large pressure adjustment knob to allow for easy pressure adjustment.

• 0 - 70 bar (0 - 1000 psi) working pressure gauge scale to allow for accurate
delivery pressure setting.

Part Number

RS-750

The GA 750 JAVAC Nitrogen regulator and test rig has been designed
specially for use in the high pressure testing applications required for
refrigeration and air conditioning systems operating with R410A.

The GA-750 Pressure Test Rig has been developed using tried and
tested materials combined with the latest design technology, resulting
in a robust regulator that is ideally suited to the rigours of daily use.

Specification

• 300 bar maximum inlet pressure.

• 0 - 50 bar (0 - 750 psi) outlet pressure range.

• Designed for testing refrigeration systems that use R410A refrigerant
gas in accordance with BS EN 378.

• 1/4 SAE flare outlet connection to allow for rapid connection to
industry standard hose.

• Safety relief valve to prevent regulator over-pressurisation.

Part Number

GA-750-RIG

Nitrogen Pressure Testing Rig (OFN)

10 Bar (OFN) Nitrogen Regulator

Single stage regulators are precision built to the latest

BS EN ISO 2503 standards to provide maximum accuracy and safety

Features

• Forge Brass Body

• Internal Safety Valve

• 63mm Dual Scale Safety Pressure Gauges

• Captive Pressure Adjusting Screw

• Max Outlet Pressure 10 Bar, _ SAE  connection.

Part Number

RS-150



Oils

Accessories
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Auto Couplers R134a
• R134a Automotive Couplers

• LP Side  Part No EL30302
14mm-Fx13mm Connection

• HP Side Part No EL30312
14mm-Fx16mm Connection

Aeroquip Automotive Couplers

• High quality R134a automotive couplers with
1/4 SAE male connectors.

Part Number

RC01C-011 Low pressure (Blue)
RC01C-012 High Pressure (Red)

Superseal Leak
Sealant
• Air Conditioning &

Refrigeration leak sealant.
Superseal comes in 3
different options.  

Part numbers below:

ACR up to 5.3kw/hr
Min. 300ml of Oil in System 
AC2947

HVACR up to 17.6kw/hr
Min. 887ml of Oil in System
AC2944 

3 Phase 17.6kw/hr & larger
Commercial & Industrial
Strength
AC2948

High Vacuum Pump Oils

• Designed for rotary vane vacuum pumps to maximise performance
and increase the depth of vacuum.

• These high quality oils incorporate additives to improve the anti-wear
performance, oxidisation resistance, corrosion protection, pour point
(cold starting), air release and anti-foaming tendencies.

• They also possess excellent demulsibility properties which aid water
separation, increasing gas ballast performance.

Part Number

Universal 5 Litres HV68/5

1 Litre HV68/1

Cold Climate 5 Litres HV32/5

1 Litre HV32/1

Hydraulic Bender HB85

Very powerful and is able to bend
large diameter pipe with
minimum effort.

Technical Features:

• Die Cast aluminium body and
stainless steel body pump

• High working range

• Adjustable pump lever
according to hand size

• Galvanised Steel counter
formers with die cast aluminium
laterals for quick coupling

• Pipe Sizes 1⁄4, 5/16, 3/8, 1⁄2,
5/8, 3⁄4, 7/8.

Part Number

HB85

R410A Quick Couplers
• Straight Elbow Coupler 4666336

• Elbow Coupler 4666344

Digital Refrigeration Comparator

• Accurate pressure and temperature references
for 61 refrigerants

• Pressure units in PSI, BAR and MPa 0.35 to
31.88 BAR (5.1 to 462.5 PSI)

• Temperature units in Fahrenheit and Celsius -
40oC to 68oC (-40oC to 155oF)

• Includes manual, soft case and battery

Part Number
MA12834
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Manifolds & Hoses

BM2-8-DS-R22 Manifold
• Two valve manifold with bourdon

type gauges.

• Packed in a cardboard box.

• For R22, R134a & R404a.

Part Number

9884896

BM2-3-SUPER
Manifold (8 in 1)
• Two-way manifold with bourdon 

type gauges.
• 8 SNAP ON temperature scales.
• 3 colour coded charging lines

36 inches (90cm).
• Packed in a sturdy plastic case.

Part Number

9883537

BM2-3-DS-R410A Manifold
• Two valve manifold with bourdon

type gauges.

• 3 colour coded R410A charging lines
36 inches (90 cm).

• Packed in a sturdy case.

• For R410A.

Part Number

9884707

BM2-3-DS-CLIM Manifold
• Two way manifolds for air

conditioning service.
• With R22, R407C, & R410A.
• 2 way manifold complete with 5

hoses set & case.

• Including R410A lines.

Part Number

4663506

Digital Manifold
• 50 refrigerants, incl. R410A

• High/low pressure and temperature

• Superheat & Subcool measurable with an external temperature 
sensor

• Vacuum display

• Protected LCD screen

• Easy to read, illuminated display

• Updates reading every 3 seconds

• Automatic calibration

• Unique design

• Auto shut-off

• Battery level indicator

• Refrigerant updates possible

Part Number

4676455

M2-3-Deluxe-DS-R22
Manifold
• Two valve manifold with oil filled

bellows type gauges.
• 3 colour coded charging lines 36

inches (90cm).
• Packed in a sturdy case.
• For R22, R134a & R404a.

Part Number
9884392

Charging Hoses
• Set of 3 pieces.

Part Number

9881278 CCL-36
Set of 3 - 36" (90cm)
9881277 CCL-48
Set of 3 - 48" (120cm)
9881276 CCL-60
Set of 3 - 60" (150cm)
9881275 CCL-72
Set of 3 - 72" (180cm)

Charging Hoses with
ball valve
• Set of 3 pieces with ball valve.

Part Number
4493614 CA-CCL-36
Set of 3 - 36"  (90cm) with ball valve
4506421CA-CCL-48
Set of 3 - 48"  (120cm) with ball valve
4493622 CA-CCL-60
Set of 3 - 60"  (150cm) with ball valve
4493631 CA-CCL-72
Set of 3 - 72"  (180cm) with ball valve



Javac Calibration Services
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Pressure Calibration
Calibration of pressure gauges, comparison to traceable  UKAS Standards

Maximum pressure 50 Bar.  Including certificate.

Leak Detector Certification
Will be tested to conform to F-Gas regulations (Including certificate).

Vacuum Calibration
Calibration of vacuum gauges, comparison to traceable UKAS  Standards. 

Maximum vacuum 1 x10-3  Mbar, Including certificate.

Scale Calibration
Calibration of scale platforms, comparison to UKAS traceable weights.  

Including certificate.

JAVAC
service all makes of vacuum pump and systems, 

please call for further information

TALK TO JAVAC



Authorised distributor for the
complete REFCO range of 

refrigeration products.

For further 
details request a 
REFCO Catalogue

Tel: 01642 232880
Email: sales@javac.co.uk

Refrigeration
Service Products

and Components

or visit
www.refco.ch



JAVAC UK Limited

Available from:-

JAVAC UK Limited
66 DDrraakkee CCoouurrtt
BBrriittaannnniiaa PPaarrkk
MMiiddddlleessbbrroouugghh

TTSS22 11RRSS
UUKK

T: (+44) 01642 232 880
F: (+44) 01642 232 870

E: ssaalleess@@jjaavvaacc..ccoo..uukk
W. wwwwww..jjaavvaacc..ccoo..uukk

            


